D.J. SIMMONS, INC.

August 1, 2002

Utah Division of Oil, Gas, and Mining
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Attention: Diana Mason
Engineering Technician

Re; APD for Bridwell Oil Management of Alabama, Boma Federal 1-6

Dear Ms. Mason,

Enclosed is a copy of the APD submitted to the BLM for the above named well. I have
also included the State APD form and detailed information on the source of water to be used for
drilling and completion operations.

The operator of this well is Bridwell Oil Management of Alabama. D. J. Simmons, Inc.
is providing consulting services for permitting and drilling of the well. If there are questions or
you need additional information, please call me;

Robert R. Griffee

Operations Manager

D.J. Simmons, Inc.

1009 Ridgeway Place, Suite 200
Farmington, NM 87401

(505) 326-3753

Thank you for your attention.

pup ez »
Robert R. Griffee RECE,VED

AUG 0 2 2007

Division of
OIL, GAS AND MiNINg
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3005 Northridge Dr. 87401
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- ‘ DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

001

STATE OF UTAH FORM 3

AMENDED REPORT [_]
{highlight changes)

APPLICATION FOR PERMIT TO DRILL

I 5. MINERAL LEASE NO: 6.5URFACE:
USAU75245 BLM

P 7. IF INDIAN, ALLOTTEE OR TRIBE NAME:
1A. TYPE OF WORK DRILL REENTER []  DEEPEN [] ¥
a
8. UNIT or CA AGREEMENT NAME: _
sreorwei: O [X] cAs[] omHeER SINGLE zoNE[X]  muLTiPLE ZONE[] N d
a
2. NAME OF OPERATOR:

Bridwell Oil Management of Alabama

G WELL NAME and NUMBER
Boma Federal 1-6

3. ADDRESS OF OPERATOR: PFIONE NUMBER: 10. FIELD AND FOOL, OR WILDCAT:

810 8th Street cry WichitaFalls  stare TX  zp 76301 (940) 723-4351 'Wildcat

4 LGGATION OF WELL FOGTASES 420 FSL x 1946 FWL 41w /489 37 5432 7 1. GTRIGIR, SECTION, TOWNGHIP, RANGE,
AT SURFACE: Same 29947 -109.540bL6

AT PROPOSED PRODUCING ZONE: same

SE/SW_Section 6, T37S, R22E

14. DISTANCE IN_ MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE: 12. COUNTY: 13 STATE:
. UTAH

4 miles south x southwest of Blanding Utah San Juan

15- DISTANCE TO NEAREST PROPERTY OR LEASE LINE (FEET) 16. NUMBER OF ACRES IN LEASE: 17. NUMBER OF ACRES ASSIGNED TO THIS WELL:
420' 1539.93 acres 160 acres

18. DISTANCE TO NEAREST WELL (DRILLING, COMPLETED, OR 18, PROPOSED DEPTH: 20. BOND DESCRIFTION:

APPLIED FOR) ON THIS LEASE (FEET)

none 8200’ RLV 0004686

21. ELEVATIONS (SHOW WHETHER DF, RT, GR, ETC.); 22, APPROXIMATE DATE WORKWILL START: 23. ESTIMATED DURATION:
6032' GL 09/10/02 60 days

2, PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE | CASING SIZE, GRADE, AND WEIGHT PERFOOT | SETTING DEPTH CEMENT TYPE, QUANTITY, YIELD, AND SLURRY WEIGHT
17 1/2 13 3/8", H40, 48 ppf 250" Class 'G’, 330 sks, 1.18 cf/sk, 15.6 ppg
12 1/4 9 5/8", J55, 40 ppf 2400' 65/35 poz, 450 sks, 1.6 cf/sk, 12.4 ppg

Class 'G’, 100 sks, 1.18 cf/sk, 15.6 ppg
77/8" 1/2" 155, 17 ppf 0 - 6700' Class 'G' + 5 #/sk salt, 650 sks, 1.18 cf/sk, 15.6 ppe
5 1/2", L8O, 20 ppf 6700" - 8200

25.

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES:

Pk

EVIDENCE OF DIVISION OF WATER RIGHTS APPROVAL FOR USE OF WATER

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER

m COMPLETE DRILLING PLAN

D FORM 5, IF OPERATOR IS PERSON OR COMPANY OTHER THAN THE LEASE OWNER

nawe (pease priv) Robert R, Griffee

o ol Wi, Consulting Operations Engineer

oy |
ﬂ" L‘\ﬂ* % “d““w DATE 08/01/02
SIGNATURE | = _wp" ‘

(This space for State use only)

AP NUMBER ASSIGNED:

43-037-3182

(11/2001)

provedbythe =
Utah Division of ;
.- Oil, Gas and Mining

RECEIVED

AUG 0 2 2002

DIVISION OF
OIL, GAS AND MINING




: UTAH WELL LOCATION PLAT e

OPERATOR - Twin Stars, LTD.

" LEASE BOMA Federal : WELL NO. 1-6
SECTION 6 TOWNSHIP 37 South RANGE _ 22 East 6th, P.M.
COUNTY San Juan UTAH '

FOOTAGE LOCATION OF WELL: 420.25 __ FEET FROM THE South __ LINE and
1946.89  FEET FROM THE West LINE and

GROUND LEVEL ELEVATION: 6032.34

SURFACE USE WITHIN 200" RADIUS: No Improvements Within 200’

BASIS OF BEARING: GPS Data ' | 500", 500° |

BASIS OF ELEVATION: GPS Dato — NAD 83 _ 1" = 1000’

Some information on this plat is based on information taken from previous surveys, record 6 6L0 BC (1947)

information, or collatoral evidence and maysnot reflect that which may be disclosed by a

complete boundary survey. This plat is not to be relied on for the establishment of surface @ e Location

boundaries, fences, buildings, or other future improvements. B STONE Morked
©  AwMNUM cap

T ¥

| I I hereby certify thot the proposed

] | well location shown on this plat

| i wos prepared from field notes of an

| | actual survey by me or under my
supervision, ond thot the same is

! ' true and correct to the best of my

| | knowledge and belief, and that there

| | are no visible improvements within

) ] 200 feet of this proposed wellhead,

‘ : unless noted otherwise.

Section 6

=W 4~ G Y
é Profession

|

|

| 4
| State of Utgy”

|

l

|

1946.89°

JULY 29, 2002

i Date Surveyed:

— — :
N 882743 € (Field) 2473.25 S 8974923 F (Field) 2610.30
SCALE: 17 = 1000

- e~ — — — — =

S 01723'03" E
?_

FIGURE 4A




D.J. SIMMONS, INC.

Location and Source of Water for Drilling and Completion Operations

The water for drilling and competing this well will be hauled by truck from a private water well
owned by Clyde Watkins. The well(s) are located in the NW/SW of section 1, T37S, R22E, San
Juan County Utah. The water well permit numbers and application numbers are as follows:

Permit # Application #
09 637 A45847

09 792 A48777
09 1673 A64370

rrg\Water Source.doc Page 1 of 1
D.J. Simmons, Inc. P.O. Box 1469 Farmington, New Mexico 87499
3005 Northridge Dr. 87401
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D.J. SIMMONS, INC.
Drilling Plan
Well Name: Boma Federal 1-6
Surface Location: 420’ FSL x 1946’ FWL, Section 6, T37S, R22E
San Juan County, Utah

Formation: Leadville

Elevation: 6032° GL

Geology:
Formation Top Probable Content
Dakota Surface
Entrada 1150° water
Navajo 1310° water
Kayenta 1900’ water
Chinle 2310° water
Shinarump 3060’ gas/water
Moenkpi 3400° water
Cutler 4020’ brine water/gas
Desert Creek 6400’ brine water/gas/oil
Salts 6700° ‘
Leadville 8050’ brine water/gas/oil
D 8200°

Logging Program: Density/Neutron, Induction, PEF from TD to surfacé casing shoe.

Drilling Fluid Program:

Interval Fluid Type Weight Viscosity Fluid Loss

Conductor _

0’ -250° fresh water spud mud 84-90ppg 30-50sec  nocontrol

Surface

250° - 2400° fresh water/gel/lime/PHPA 84 -10ppg 30-50sec  no control

Production

2400° - 8200” fresh water/gel/lime/PHPA 84-95ppg 30-50Sec 10-12

’—TD  Saturated Salt/gel 10-11ppg 30-50sec 8-12
rrg\BomaFed1-6drillingplanAPD.doc Page 1 of 4
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Casing Program:
Interval Hole Diameter Csg Size Wit. Grade Thread
Conductor
0’ -250° 17 1/2” 13 3/8” 48 ppf H-40 STC
Surface
0’ — 2400’ 12 1/4” 95/8” 40 ppf J-55 STC
Production
0’ — 6700’ 77/8” 5172~ 17 ppf J-55 LTC
6700° — 8200° 7 7/8” 5172 20 ppf L-80 LTC

Tubing Program: 0- ’,27/8”,6.5 ppf, J55, EUE
BOPE and Wellhead Specifications and Testing:

From conductor casing shoe (250”) to 2400”: 13 3/8”, 3000 psi threaded casing head with two 2”
outlets. 13 3/38”, 2000 psi double gate BOP and 2000 psi choke manifold (see figures 1 and 2).
Pressure test BOPE to 2000 psi and 9 5/8” conductor casing to 600 psi prior to drilling conductor
casing shoe.

From surface casing shoe (2400°) to TD (8200°): 9 5/8”, 5000 psi weld on casing head. 9 5/8”,
5000 psi double gate BOP and 5000 psi annular preventor. 5000 psi choke manifold. (see
figures 3 and 4).

For completion operations: 5 1/2” x 2 3/8”, 5000 psi tree assembly. 7 1/16”, S000 psi double
gate BOP system. 5000 psi choke manifold (see figures 5 and 6).

General Operation: .

* Actuate pipe rams once each day during drilling operations. Actuate blind rams once
each trip.

* An upper Kelly cock valve, with handle, will be available on the rig floor to fit each
drilling string,

* BOP pit level drill will be conducted weekly for each drilling crew.

* Al BOP tests and drills will be recorded in the daily drilling report.

» Blind and pipe rams will be equipped with extension hand wheels.

rmg\BomaFed1-6drillingplanAPD.doc Page 2 of 4
D.J. Simmons, Inc.



Cementing Program:

13 3/8” Conductor Casing String: Run casing with saw tooth guide shoe on bottom, insert float
valve one joint from bottom, and install bowspring centralizers as per Onshore Order #2.

Cement to surface with 330 sks class ‘G” with % #/sk flocele and 3% CaCI2 (386 cf slurry, 100%
excess to circulate to surface). Perform top job if necessary.

9 5/8” Surface Casing String: Run casing with swirl pattern guide shoe on bottom and non-
differential fill float collar one joint from bottom. Install bowspring centralizers as per Onshore
Order #2 (one centralizer in the middle of the first joint, one centralizer every other collar for the
next three collars, and one centralizer inside the conductor casing shoe. Cement to surface with
450 sks of 65/35 poz + 2% CaCl2 + .25 #/sk celloflake + 6 #/sk gilsonite, followed by 100 sks
class ‘G’ neat + 2% CaCl2.

5 %’ Production Casing String: Run casing with float shoe on bottom, float collar one joint from
bottom. Install one centralizer in the middle of the first joint, one on every other collar from TD
to the top of the Desert Creck formation, and one inside the surface casing shoe Cement with
650 sks class ‘g” + 5#/sk salt + additives. Precise slurry volumes to be calculated from open
hole log caliper plug 25% excess. Top of cement calculated to be at 5200°.

Special Drilling Operations;

H2S Considerations

H2S could be encountered below the bottom of the Desert Creek formation. H2S sensors
will be installed at the well head and shale shaker during drilling and completion

- Operations, at all depths below the Desert Creek formation. Escape air packs and a
cascade unit will be on location from 6400” to TD.. All rig crews and personnel on
location will be trained for H2S operations and have a current training card.

Massive salt zones with interbedded shale should be encountered from 6700’ to 7550°. A
saturated salt mud system will be utilized to drill through the salts to TD. ‘

Additional Information:

» This well is designed to be completed in the Leadville formation.
Some abnormally high pressure may be encountered in the shales that are interbedded
within the salt zones and possibly in the Leadville formation. A saturated salt mud
weighing approximately 11 ppg will be used to control formation pressures. Adequate
weighting material will be kept on location to maintain mud weight.

* LCM will be added to the mud system as required to maintain circulation.

» Estimated formation pressures:

» Desert Creek 2800 psi
* Interbedded shales 4000 psi
» Leadville 4600 psi
rrg\BomaFed 1-6drillingplanAPD.doc Page 3 of 4
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Completion Information:

The completion procedure will be prepared after open hole logs are analyzed. The well will

probably be completed by acidizing.
Ream . &7

Prepared by: Robert R, Griffee

Operations Engineer
Date: . 07/29/02

rrg\BomaFed 1-6drillingplanAPD doc Page 4 of 4
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D.J. SIMMONS, INC.

Boma Federal 1-6
Thirteen Point Surface Use Plan

1) Existing Roads

a) The proposed route to the location is shown on Map 1.

b) The well pad is located approximately 4 miles South, Southwest of Blanding Utah.

¢) An encroachment permit will be obtained from San Juan County, Utah for use of the
existing county road (CR #2581). Approximately 2.3 miles of CR #2581 will be used to
access the well site.

d) The existing county road will be flat bladed to the site for drilling operations. If the well
is determined to be productive, the road will be upgraded to Class IIT road standards,

- crowned and ditched with rocked surface, within 60 days of the completion date.

2) Planned Access Road

a) A short existing spur off of CR 2581, approximately 45° in length, will be used to reach
the point new road construction will be required.

b) Approximately 45 of new access road will be constructed from the existing spur to the
well site. ‘

¢) The maximum total disturbed width of the spur and new access road will be 20°.

d) The maximum travel surface width of the spur and new access road will be 16°.

¢) Because of the short distances, no turnouts will be needed.

f) The spur and access road will flat bladed for drilling operations. If the well is determmed
to be productive, they will be upgraded as described in item 1.b above.

g) No culverts or cattle guards will be required. ' *

h) There are no existing roads outside the lease or unit boundary for wh1ch aBLM nght—of
way is reqmred

Surface disturbance and vehicular travel will be limited to the approved locatlon and access road.
Any additional area needed must be approved by the Area Manager in advance.

If the well is productive, the access road will be rehabilitated or brought to Resource (Class III)
Road Standards within 60 days of dismantling the rig. If upgraded, the access road must be
maintained at these standards until the well is properly abandoned. If this time frame cannot be
met, the Area Manager will be notified so that temporary drainage control can be installed along
the access road.

3) Location of Existing Wells

See Map No. 2 for the location of existing wells in the area of this proposed well site.

4) Location of Production Facilities

rrg\BomaFed 1-6Multipointplan.doc Page 1 of 5
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. . August 1, 2002

a) On-site facilities: Drawing 1 shows the anticipated production facilities for this proposed
well site. -

b) Off-site facilities: No off-site facilities are required.

c) Pipelines: Pipeline design, construction, and permitting will be performed if needed after
it is determined that the well is productive.

Al permanent (in place for six months or longer) structures constructed or installed (including
oil well pump jacks) will be painted a flat, nonreflective color to match the standard
environmental colors, as determined by the Rocky Mountain Five-State Interagency Committee.
All facilities will be painted within six months of installation. Facilities required to comply with
the Occupational Safety and Health Act (OSHA) may be excluded. Colors will be as follows:
Juniper Green.

'All site security guidelines identifigd in 43 CFR § 3162.7-5 and Onshore Oil and Gas Order No.

3 shall be followed.

If a gas meter run is constructed it will be located on the lease within 500 feet of the wellhead.
The gas flowline will be buried from the wellhead to the meter and will be buried downstream of
the meter until it leaves the pad. Meter runs will be housed and/or fenced. The gas meter shall
be calibrated prior to first sales and shall be calibrated quarterly thereafter. All gas production
and measurement shall comply with the provisions of 43 CFR § 3162.7-3, Onshore Oil and gas
Order No. 5, and American Gas Association (AGA) Report No. 3.

If a tank battery is constructed on this lease, it will be surrounded by a berm of sufficient
capacity to contain 1 'z times the storage capacity of the largest tank. All loading lines and
valves will be placed inside the berm surrounding the tank battery. All oil production and
measurement shall conform to the provisions of 43 CFR § 3162.7-3, Onshore Oil and gas Order
No. 4. >

Production facilities on location may include a lined or unlined produced water pit as specified.
If water is produced from the well an OOGO #7 application must be submitted.

5) Location and Type of Water Supply

All water needed for drilling and completion purposes will be obtained from a privately
owned water well. The well is owned by Clyde Watkins and located approximately 1 mile
southeast of Blanding in the NW/SW of Section 1, T37S, R22E, San Juan County, Utah.

6) Source of Construction Material:

It is not anticipated that additional construction materials will be required for construction of
the well pad, pit, and access road for drilling operations. Gravel and rock for upgrading the
access roads to Class III Standards will be obtained from a private source, if needed. If
additional materials are required, they will be obtained from a private source. The use of

materials under BLM jurisdiction will conform to 43 CFR § 3610.2-3

rrg\BomaFed1-6Multipointplan.doc Page 2 of 5
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August 1, 2002

7) Methods of handling Waste Disposal:

8)

All garbage and trash materials will be contained in a trash cage and removed from the site
for proper disposal as necessary, but no later than at the conclusion of dnlling operations.
Portable toilets will be provided and serviced appropriately.

The first 6 inches of topsoil would be removed, stockpiled along the Northern edge of the
well pad and reserved for reclamation. The drill pad would be approximately 200° x 300°. A
reserve pit would be excavated in the northwest comer of the drill pad and would be
approximately 125” x 65° x 10” with 3:1 slopes. Upon completion of the reserve pit
excavation, an inspection would be made to determine if adequate quantities of native
bentonite are present in the pit to provide an effective seal. If it is determined more bentonite
is needed in the reserve pit, it would then be lined with approximately 24 tons of bentonite
and worked into all surfaces of the reserve pit with a bulldozer. The bentonite would be
purchased from a commercial source. Three sides of the reserve pit would be fenced prior to
drilling operations and the fourth side of the pit would be fenced when drilling operations
cease. The fence would be constructed using 32” woven wire topped with 2 smooth wire
strands 4” and 16” above the woven wire. Steel T-posts would be set 16.5° apart and two
stays would be used between posts. Corner posts would be 6” or more and anchored with
dead men. The fence would be kept in good repair while the pit dries. It is anticipated 4-7
days would be needed to construct the well pad, reserve pit, and 45’ of access. New surface
disturbance would be approximately 1.1 acre. The reserve pit shall be located in cut material,
with at least 50% of the pit volume being below original ground level.

Ancillary Facilities:

- N/A

9

Well Site Lavout:

Figures 4a and 4b show the well site layout and cut and fill. All existing wells in the vicinity
of this well pad are shown on Map 2. Access to the well pad will be from a short spur of
County Road 2581 as shown on Map 1.

10) Plans for Restoration of the Surface:

The top 6 inches of topsoil material will be removed from the location and stockpiled
separately on the North side of the pad.

Immediately upon completion of drilling, all equipment that is not necessary for production
will be removed.

Before any dirt work to restore the location takes place, the reserve pit must be completely
dry.

rrg\BomaFed 1-6Multipointplan.doc : Page 3 of 5
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August 1, 2002

All road surfacing will be removed prior to the rehabilitation of roads.

Reclaimed roads will have the berms and cuts reduced and will be closed to vehicle use.
All disturbed areas will be recontoured to replicate the natural slope.

The stockpiled topsoil will be evenly distributed over the disturbed area.

Prior to reseeding, all disturbed areas, including the access roads, will be scarified and left
with a rough surface.

Seed will be broadcast or drilled between Oct. 1 and Feb. 28, or at a time specified by the
BLM. If broadcast, a harrow or some other implement will be dragged over the seeded area
to assure seed coverage. ‘

The following seed mixture will be used: 2 crested wheat grass, 2 4wing, 2 globe mallow, 2
Galleta gross, 2 Indian ricegrass.

11) Surface and Mineral Ownership:
Both the surface and minerals are owned by the BLM.

12) Other Information:

a) Archeological Concerns: See archeological report. The operator is responsible for
informing all persons in the area who are associated with this project that they will be
subject to prosecution for knowingly disturbing historic or archaeological sites, or for
collecting artifacts. If historic or archaeological materials are uncovered during
construction, the operator is to immediately stop work that might further disturb such
materials, and will contact the authorized officer (AO). Within five (5) working days, the
AO will inform the operator as to: :

whether the materials appear eligible for the National Register of Historic Places;

- the mitigation measures the operator will likely have to undertake before the site
can be used (assuming in situ preservation is not necessary); and

- atime frame for the AO to complete an expedited review under 36 CFR § 800.11
to confirm, through the State Historic Preservation Officer, that the findings of the
AQ are correct and that mitigation is appropriate.

- If the operator wishes, at any time, to relocate activities to avoid the expense of
mitigation and/or the delays associated with this process, the AO will assume
responsibility for whatever recordation and stabilization of the exposed matenals
may be required. Otherwise, the operator will be responsible for mitigation costs.
The AO will provide the technical and procedural guidelines for the conduct of

rg\BomaFed1-6Multipointplan.doc Page 4 of 5
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August 1, 2002

mitigation. Upon verification from the AO that the required mitigation has been
completed, the operator will be allowed to resume construction.

b) Threatened and Endangered Species Concerns: No known concerns.
c) Wildlife Seasonal Restrictions (yes/no): Deer Winter Range December 15 — April 30.
d) Off Location Geophysical Testing: N/A
¢) Drainage crossing that require additional State or Federal approva,l: N/A
f) | Other: Anticipated spud date, September 10, 2002.
Rl EZ—

Robert R. Griffee

Operations Engineer
07/31/02
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Figure 1

13 3/8", 2000 psi Drilling Rig BOP System - for Surface Hole

Rig Floor
Flow Nipple

mud retumn to
shale shaker

Pipe Rams 13 3/8", 2000 psi

Double Gate BOP

Blind Rams

2000 psi check

13 3/8", 2000 psi, mud cross
valve

Relief Line to choke
manifold and pir

3" minimum line diameter

e

2" min. dia.
Kilt Line from
mud pump

2000 psi valve
13 3/8", 3000 psi casing head

2" threaded
outlet with
bull plug

2" threaded outlet with 2" ball vaive

13 3/8" conductor casing

BOP Installation from Conductor Casing depth (250") to Surface Casing depth (2400").
13 3/8", 2000 psi double gate BOP equipped with blind and pipe rams. All equipment
rated at 2000 psi or greater working pressure.

Figure 2

Adjustable or Positive |_
Choke

2" minimum dia.
to pit

Relief Line
From BOP
——
2" minimum dia.
to pit
Adjustable or Positive >
Choke

2" minimum dia.
to pit

Choke manifold for BOP system shown in Figure 1.
All equipment to be rated at 2000 psi or greater.




Figure 3

9 578", 5000 psi Drilling Rig BOP System

Rig Floor
Flow Nipple

mud retum to

9 5/8", 5000 psi shale shaker

Annular Preventor

Pipe Rams

9 5/8", 5000 psi
Double Gate BOP

Blind Rams

5000 psi check 9 5/8", 5000 psi, mud cross

Relief Line to choke

manifold-and pir

2" min. dia, 5000 psi valve 5000 psi valve 3" minimurm line diameter
Kill Line from 9 5/8", 3000 psi x 9 5/8", 5000 psi DSA
mud pump

© 5/8", 3000 psi casing head

2" threaded
cutlet with
bull plug

2" threaded outlet with 2" ball valve

13 3/8" conductor casing

BOP Installation from Surface Casing depth (2400') to TD (8200"). 9 5/8", 5000 psi double gate BOP
equipped with blind and pipe rams, 9 5/8” Annular BOP. Ajl squipment rated at 5000 psi or greater
working pressure.,

Figure 4

Adjustable or Positive l_i
Choke

2" minimum dia.
to pit

Relief Line
From BOP
——— e
2" minimum dia.
to pit
Adjustable or Positive .
Choke e

2" minimum dia.
to pit

Choke manifold for BOP system shown in Figure 3.
All equipment to be rated at 5000 psi or greater.



Figure 5

7 1/16", 3000 psi Completion Rig BOP System

7 1/16" Stripping

Head To Pit
Blooie Line
|
C— Pipe Rams [ — 7 116", 3000 psi
Dauble Gate BOP
Blind Rams
9 5/8", 5000 psi x 7 1/16", 5000 psi
Tubing head
8 5/8", 5000 psi casing head
imfvji‘t’:d 2" threaded outlet with 2" ball vaive
bull plug

9 5/8" conductor casing

BOP Installation for Completion operations. 7 1/16", 3000 psi double gate BOP
equipped with blind and pipe rams. All equipment rated at 3000 psi or greater

working pressure, If well testing shows higher bottom hole pressures, this system
will be configured with 5000 psi equipment.

Figure 6

Adjustabie or Positive H - s
Choke
2" minimum dia.
to pit
Relief Line Yol
From BOP
_
= e .

2" minimum dia.

to pit

Adjustable or Positive h
Choke

—

2" minimum dia.
to pit

Choke manifold for BOP system shown in Figure 5.
All equipment to be rated at 3000 psl or greater.
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0 0 3 . WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 08/02/2002 API NO. ASSIGNED: 43-037-31826

WELL NAME: BOMA FEDERAL 1-6

OPERATOR : BRIDWELL OIL MANAGEMENT ( N1935 )
ROBERT R. GRIFFEE

CONTACT: PHONE NUMBER: 940-723-4351

PROPOSED LOCATION: INSPECT LOCATN By ; ;
SESW 06 3708 220E
SURFACE: 0420 FSL 1946 FWL Tech Review Initials Date
BOTTOM: 0420 FSL 1946 FWL - -
Engineering
SAN JUAN
WILDCAT ‘ ( 1 ) Geology
LEASE TYPE: 1 - Federal Surface

LEASE NUMBER: USAU75245

SURFACE OWNER: 1 -~ Federal LATITUDE: 37.59329

PROPOSED FORMATION: LDLL LONGITUDE: 109.54066

RECEIVED AND/OR REVIEWED:

\/ Plat

LOCATION AND SITING:

R649~-2-3.

Bond: Fed[1l] Ind[] Stal] Feel]
(No. RLV 0004686 )
l! Potash (Y/N)
M 0il shale 190-5 (B) or 190-3 or 190-13
v Water Permit

Unit

R649-3-2. General
Siting: 460 From Qtr/Qtr & 920' Between Wells

v//R649—3—3. Exception

(No. 09 637 )
- Drilling Unit
bJ RDCC Review (Y/N)
(Date: ) Board Cause No:
Eff Date:
NA Fee Surf Agreement (Y/N) Siting:
R649-3-11. Directional Drill
COMMENTS :
STIPULATIONS : - Lediinl  Ogparva f
4 &

7 -\<q>aﬁ)rwgg>\§¥5f




| WEST BLANDING Il
. (INVALIDATED) unit

| -

T3GS R22E

LN

< WEST BLANDING ST 32-1

#n

T37S R21E!

2 |

|

T37S R22E

BOMA FEDERAL 1-6 l

* FEDERAL #8-13

OPERATOR NAME: BRIDWELL OIL (N1935)
SEC: 6 T37S R22E
FIELD: WILDCAT (001)

COUNTY: SAN JUAN SPACING: R649-3-3
Well Status

Unit Status

[Jexpioratory Utah Oil Gas Ell’ld MI]’]IH@

Field Status e
[_] ABANDONED Location Abandoned GAS STORAGE
[]AcTive lﬁ?catigéa NF PP OIL
ugg NF SECONDARY
: COMBINED Producing Gas PENDING
[] INACTIVE Producing Oil Bl OIL
[ ] PROPOSED Shut-In Gas
G - Shut-In Oil PP GAS
STO « Temporarily Abandoned = PP GEOTHERML
TERMINATED . Test Well [_|PPOL
Township.shp s Wa:er ISnject'ion SECONDARY
‘ ater Supply
D Sections + Water Disposal E TERMINATED

S

Prepared By: D. Mason
Date: 5~-AUGUST-2002




DI SIMMONS, INC.

1009 Ridgeway Place
Suite 200

farmington,

New Mexico 87401

505-316-3753
505-317-4659 tAX
info@djsimmonsinc.com
www.djsimmonsinc.com

102 @ o

August 6, 2002

Utah Division of QOil, Gas, and Mining
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Attention: Diana Mason
Engineering Technician

Re; Spacing Exception for, Boma Federal 1-6, Bridwell Oil Management of Alabama

Dear Ms. Mason

The well site Boma Federal 1 location at 420 FSL x 1946 FWL Section 6, T37S,
R22E was selected to accommodate topographical and archeological conditions and
remain within the seismic area of investigation.

Property owners do not need to be notified since Bridwell owns the mineral rights on
the adjacent property section 7. If there are questions or you need additional
information, please call me;

Robert R. Griffee

Operations Manager

D.J. Simmons, Inc.

1009 Ridgeway Place, Suite 200
Farmington, NM. 87401

(505) 326-3753

Thank you for your attention.

Robert R. Griffee
RECEIVED
AUG 019 2002

DIVISION OF
OIL, GAS AND MINING
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| @ Statg of Utah

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

1594 West North Temple, Suite 1210

. X PO Box 145801
Michael Q. Leavitt § oot Lake City, Utah 84114-5801
Robert L. Morgan (801) 538-5340 telephone
Executive Director | (801) 359-3940 fax
Lowell P. Braxton (801) 538-7223 TTY
Division Director www.nr.utah.gov

August 14, 2002

Bridwell Oil Management of Alabama
810 8th St
Wichita Falls TX 76301

Re: Boma Federal 1-6 Well, 420' FSL, 1947' FWL, SE SW. Sec. 6, T. 37 South, R. 22 East,
San Juan County, Utah

Gentlemen:
Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 ef seq., and the attached Conditions of Approval, approval to drill

the referenced well is granted.

Appropriate information has been submitted to DOGM and administrative approval of
the requested exception location is hereby granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-037-31826.

incerely,

L LS

ohn R. Baza \
Associate Director

er
Enclosures
cc: San Juan County Assessor

Bureau of Land Management, Moab District Office

Ufah!

Where ideas connect




Operator: Bridwell Oil Management of Alabama

Well Name & Number Boma Federal 1-6

API Number: 43-037-31826

Lease: USAU75245

Location: _SE SW Sec._ 6 T. _37 South R. 22 East
Conditions of Approval

1. General

O8]

b

w

Compliance with the requirements of Utah Admin. R. 649-1 et seg., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

. Notification Requirements

Notify the Division within 24 hours of spudding the well.
. Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
. Contact Dan Jarvis at (801) 538-5338

. Reporting Requirements

All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

State approval of this well does not supersede the required federal approval, which must be

obtained prior to drilling.

This proposed well is located in an area for which drilling units (well spacing patterns) have

not been established through an order of the Board of Oil, Gas and Mining (the “Board”).
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the Board.



RECEIVED

Form 3160-3 : ’ 3 POAD FIELD OFFICE

(August 1999) N
UNITED STATES
DEPARTMENT OF THE INTERIOR [007 AUG -2 A |j: |5
BUREAU OF LAND MANAGEMENT -
APPLICATION FOR PERMIT TO DRILL OR RE?N]@Bffﬁz NTERICR

faodu Y
!

Y
DR BTN, Ll r*v‘!{:?‘ii‘

005

S b

FORM APPROVED
OMB No. 1004-0136
Expires November 30, 2000

5. Lease Serial No.

USAU75245

6. If Indian, Allottee or Tribe Name
n/a

Ta. Type of Work: DRILL [] REENTER

1b. Type of Well: & 0il Well [} Gas Well [J Other [ Singie Zone [ Multiple Zone

7. If Unit or CA Agreement, Name and No.

8. Lease Name and Well No.
Boma Federal 1-6

9. API Well No.

2 Name of Op_emor Bridwell Oil Management of Alabama A43-03F-3 5y

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory

810 8th Street, Wichita Falls, TX 76301 (940) 723-4351 Leadville
‘ 4. Location of Well (Report location clearly and in accordance with any State requirements. *) 11 Sec., T, R., M., or 131k. and Survey or Area
| Atsurface” 420' FSLx 146 BWE  1QM T FwWiL Section 6, T37S, R22E
‘ At proposed prod. zone game
| 14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State

6 miles south, southwest from Blanding, Utah San Juan Utah

15. Distance from proposed* 420" 16. No. of Acres in lease
location to nearest

property or lease line, ft. 1539.93
{Also to nearest drig. unit line, if any)

17. Spacing Unit dedicated to this well
160

18. Distance from proposed location* 19. Propoéed Depth
to nearest well, drilling, completed, ’

‘ applied for, on this lease, fi.

- None

8200

20. BLJIA/BIA Bond No. on file

RLV 0004686 BLIM Dond* 1 1273

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* '

09/10/02

23. Estimated duration

60 days

6032' GL

24. Attachments grjlling plan, surface use plan

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor.
2. A Drilling Plan. :

3. A Surface Use Plan (if the location is on National Forest System Lands, the
SUPO shall be filed with the appropriate Forest Service Office).

Ttem 20 above),
3. Operator certification.

authorized officer.

4. Bond to cover the operations unless covered by an existing bond on file (see

6. Such other site specific information and/or plans as may be required by the' "

25. Signature Name (PrintediTyped) Date
R, LN A — { Robert R. Griffee 07/29/02
Title 4 (Y < g
i i idwell .
Approved by (Signature) , — Name (PrintediTyped) Date
[sl €nc CJoes a SEP -5 2002
i £ . . | Offi
Title & Assistant Field Manager, | Office
e e e s . '
Application approval does no 1ds legal or equitable title to those rights in the subject lease which would entitle the applicantto conduct
Pp

operations thercon. _
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United

States any false, fictitious or fraudulent statements or representations as to any matter within its Jurisdiction.

*(Instructions on reverse)

COONDITIONS OF APPROVAWATAAGHSD

RECEIVED

SEP 0 6 2002

DIVISION OF
OIL, GAS AND MINING
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Field)  2637.96° $

® v ocatovpiar @

OPERATOR - Twin Stars, LTD.

LEASE BOMA Federal - L WELL NO. _1-6
SECTION _ 6 TOWNSHIP 37 South RANGE __ 22 East 6th, P.M.
COUNTY San Juan ' UTAH '
FOOTAGE LOCATION OF WELL: 420.23  FEET FROM THE _South  LINE and
1946.89  FEET FROM THE _ West  LINE and
GROUND LEVEL ELEVATION: ~ ___6032.34 | |
SURFACE USE WITHIN 200" RADIUS: No Improvements Within 200
BASIS OF BEARING: GPS Datg ‘ ‘ | 500", 500° |
BASIS OF ELEVATION: GPS Data — NAD 83 1" = 1000’

Some information on this plat is based on information token from previous surveys, record
information, or collatoral evidence and maynot reflect that which may be disclosed by a
complete boundory survey. This plat is not to be relied on for the establishment of surface
boundaries, fences, buildings, or other future improvements. '

6LO BC (1947)

WELL Location
STONE Marked

aEBO®S

ALUMINUM CAP

r

| I hereby certify that the proposed

| well location shown on this plat

| wos prepared from field notes of an

l . actual survey by me or under my
supervision, and that the same is

I true and correct to the best of my

| knowledge and belief, and that there

| are no visible improvements within

Ao e — 200 feet of this proposed wellhead,

unless noted otherwise.

é Profess‘/bna/ LS 4
' State of Utgl”™

1946.89"

Date Surveyed:

S 012303" E
-

|

v

I

!

| .

, JULY 29, 2002
, |

(

- ? ' ¥
N 8827'43" £ (Field)  2473.25 S 8949'23" £ (Field)  2610.30
' SCALE: 17 = 1000°

FlCiiReE &6



Bridwell Oil Management of Alabama
Boma Federal No. 1-6

Lease U75245

SE/SW Section 6, T37S, R22E

San Juan County, Utah

‘ A COMPLETE COPY OF THIS PERMIT SHALL BE KEPT ON LOCATION,
from the beginning of site construction through well completion, and shall be available to
contractors to ensure compliance.

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease which would entitie the applicant to conduct operations
thereon.

Be advised that Bridwell Oil Management of Alabama is considered to be the operator of the above
well and is responsible under the terms and conditions of the lease for the operations conducted
on the leased lands.

Bond coverage for this well is provided by UT1273 (Principal - Bridwell Qil Management of
Alabama) via surety consent as provided for in 43 CFR § 3104.2.

This office will hold the aforementioned operator and bond liable until the provisions of 43 CFR §
3106.7-2 continuing responsibility are met.

This permit will be valid for a period of one year from the date of approval. After permit termination,
a new application must be filed for approval.

All lease operations will be conducted in full compliance with applicable regulations (43 CFR §
3100), Onshore QOil and Gas Orders, lease terms, notices to lessees, and the approved plan of
operations. The operator is fully responsible for the actions of his subcontractors.



A. DRILLING PROGRAM

A 2M BOPE system will be used down to a depth of 2400 feet. A system of 5M
components in a 3M configuration will be used from 2400’ to 8200’ (TD).
Installation, testing and operation of all pressure control equipment shall be in
conformance with Onshore Oil and Gas Order No. 2. The proposed pressure
control equipment is adequate for anticipated conditions, provided the amendments
identified below are made.

From 2400’ to 8200’ (TD), the proposed 3M BOPE (5000 psi equipment, in a 3M
configuration) 'is adequate for anticipated conditions, provided the following
amendments are incorporated. Testing of the 5M equipment to 3M standards is
adequate.

a. A rotating head must be installed

b. One of the chokes must be capable of being controlled remotely

c. The line that runs straight-through the choke manifold must have a 3-inch
minimum diameter, like the choke line. The proposed 2-inch line is not
adequate.

Other requirements and clarifications which are necessary because of the H2S
environment (and which are detailed in Onshore Qil and Gas Order No. 6 —
Hydrogen Sulfide Operations) follow:

a. A second wind indicator shall be instalied on location

b. The three principal H2S detectors shall be equipped with audible and visible

alarms
C. Flare gun with flares shall be available on location
d. The flare line mouth shall be at least 150 feet from the wellbore
e. The flare line shall be straight unless targeted with running tees
f. A mud/gas separator is required

Concurrent approval from the State of Utah, Division of Qil, Gas & Mining (DOGM)
is required before conducting any surface disturbing activities. The proposed well
location does not fall within a spacing “window” and, therefore, does not conform to
general well siting code.

A cement bond log (CBL) or other appropriate tool shall be run on the production
casing to determine top of cement.



B.

SURFACE USE

1. Prior to pad construction, a fence shall be constructed across the southeast corner
of the well pad to keep construction activities from encroaching upon the
archeological site.

2. During construction of the well pad and reserve pit, a qualified cultural resources
monitor shall be present to insure that subsurface cultural resources are not
impacted.



C. REQUIRED APPROVALS, REPORTS AND NOTIFICATIONS

Required verbal notifications are summarized in Table 1, attached.

Building Location- Contact the BLM Natural Resource Protection Specialist at least 48-hours prior
- to commencing construction of location.

Spud- The spud date will be reported to BLM 24-hours prior to spudding. Written notification in the
form of a Sundry Notice (Form 3160-5) will be submitted to the Moab Field Office within 24-hours
after spudding, regardless of whether spud was made with a dry hole digger or big rig.

Daily Drilling Reports- Daily drilling reports shall detail the progress and status of the well and shall
be submitted to the Moab Field Office on a weekly basis.

Monthly Reports of Operations- In accordance with Onshore Qil and Gas Order No. 1, this well
shall be reported on Minerals Management Service (MMS) Form 3160, "Monthly Report of
Operations," starting the month in which operations commence and continuing each month until
the well is physically plugged and abandoned. This report will be filed directly with MMS.

Sundry Notices- There will be no deviation from the proposed drilling and/or workover program
without prior approval. "Sundry Notices and Reports on Wells" (Form 3160-5) will be filed, with the
Moab Field Office, for approval of all changes of plans and subsequent operations in accordance
with 43 CFR § 3162.3-2. Safe drilling and operating practices must be observed.

Drilling Suspensions- Operations authorized by this permit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. All conditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences shall
be immediately reported to the BLM in accordance with requirements of NTL-3A.

Cultural Resources- If cultural resources are discovered during construction, work that might
disturb the resources is to stop, and the Monticello Field Office is to be notified.

First Production- Should the well be successfully completed for production, the Moab Field Office
will be notified when the well is placed in producing status. Such notification may be made by
phone, but must be followed by a sundry notice or letter not later than five business days following
the date on which the well is placed into production.

A first production conference will be scheduled as soon as the productivity of the well is apparent.
This conference should be coordinated through the Monticello Field Office. The Monticello Field
Office shall be notified prior to the first sale.

Well Completion Report- Whether the well is completed as a dry hole or as a producer, "Well
Completion or Recompletion Report and Log" (Form 3160-4) will be submitted to the Moab Field
Office not later than thirty-days after completion of the well or after completion of operations being
performed, in accordance with 43 CFR § 3162.4-1. Two copies of all logs, core descriptions, core
analyses, well test data, geologic summaries, sample description, and all other surveys or data
obtained and compiled during the drilling, workover, and/or completion operations, will be filed with
Form 3160-4. When requested, samples (cuttings and/or samples) will be submitted to the Moab
Field Office.




-

Venting/Flaring of Gas- Gas produced from this well may not be vented/flared beyond an initial,
authorized test period of 30 days or 50 MMcf, whichever first occurs, without the prior, written
approval of the Moab Field Office. Should gas be vented or flared without approval beyond the
authorized test period, the well may be ordered shut-in until the gas can be captured or approval
to continue the venting/flaring as uneconomic is granted. In such case, compensation to the lessor
shall be required for that portion of the gas that is vented/flared without approval and which is
determined to have been avoidably lost.

Produced Water- Produced waste water may be confined to an unlined pit for a period not to
exceed 90 days after initial production. During the 90 day period, an application for approval of a
permanent disposal method and location, along with the required water analysis, will be submitted
to the Moab Field Office for approval pursuant to Onshore Oil and Gas Order No. 7.

Off-Lease Measurement, Storage, Commingling- Prior approvai must be obtained from the Moab
Field Office for off-lease measurement, off-lease storage and/or commingling (either down-hole or
at the surface).

Plugging and Abandonment- If the well is completed as a dry hole, plugging instructions must be
obtained from the Moab Field Office prior to initiating plugging operations.

A "Subsequent Report of Abandonment" (Form 3160-5) will be filed with the Moab Field Office
within thirty-days following completion of the well for abandonment. This report will indicate where
plugs were placed and the current status of surface restoration. Upon completion of approved
plugging, a regulation marker will be erected in accordance with 43 CFR § 3162.6. Final
abandonment will not be approved until the surface reclamation work required by the approved
APD or approved abandonment notice has been completed to the satisfaction of the Price Field
Office or the appropriate surface managing agency.



@

TABLE 1

NOTIFICATIONS

Notify Jeff Brown (435-587-1525) of the BLM, Monticello Field Office for the following:
2 days prior to commencement of dirt work, construction and reclamation;
1 day prior to spudding; |
50 feet prior té reaching the surface casing (8%&”) setting depth;
3 hours prior to testing BOP

If the person at the above number cannot be reached, notify the Moab Field Office at (435) 259-
2100. If unsuccessful, contact the person listed below.

Well abandonment operations require 24 hour advance notice and prior approval. In the case of
newly drilled dry holes, verbal approval can be obtained by calling the Moab Fleld Office at (435)
259-2100. If approval is needed after work hours, you may contact:

Eric Jones, Petroleum Engineer Office: (435) 259-2117
Home: (435) 259-2214
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: BRIDWELL OIL MANAGEMENT OF ALABAMA

Well Name: BOMA FEDERAL 1-6

Api No: 43-037-31826 Lease Type: FEDERAL

} Section ___ 06 Township___37S  Range_ 22E__ County SAN JUAN

% Drilling Contractor BEAR CAT RIG# _§
SPUDDED:
‘ Date 10/11/02

Time 6:30 PM

How DRY

Drilling will commence:

Reported by CRAIG STARKEY (DJ SIMMONS INC)

Telephone # 1-505-320-4108 “CELL”

Date 10/21/2002 Signed: CHD
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: BRIDWELL OIL MANAGEMENT OF ALABAMA

Well Name: BOMA FEDERAL 1-6

Api No: 43-037-31826 Lease Type: FEDERAL

Section ___06__ Township___37S  Range__ 22E _County SAN JUAN

Drilling Contractor BEAR CAT RIG# 5§
SPUDDED:

Date 10/11/02

Time 6:30 PM

How DRY

W,

Drilling will commence:

Reported by CRAIG STARKEY (DJ SIMMONS INC)
Telephone # 1-505-320-4108 “CELL”
Date 10/21/2002 Signed: CHD

CONFIDENTIAL
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10/28/2002 16:25 FAX 940 397 0161 BRIDWELL OIL CO. )

0 0 7 STATE OF UTAH FORM 8
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

-ENTITY ACTION FORM

Operator: Bridwell 0il Management of Alabama,
Address: P, 0. Box 1830
city Wichira Falls ' '
state Texas zip 76307 Phone Number:  940/723—4351

LLC Operator Account Number: N 1935
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ACTION CODES:
A - Establish new entity for new well (single well oniy)
- Add new well to axisting entity (group or unit well)
- Re-asslgn well from one existing entity to another existing entity
Re-assign well from one axisting entlty to a new entity
Other (Explain in ‘comments’ section)
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FROM : ’ FAX NO. : o 9‘ 27 2982 §9:13AM P3

LTONRDENTIY STATE OF UTAH FoRM @

OEPARTMENT OF NATURAL RESOURCES

0 DIVISION OF OIL, GAS AND MINING S UEASE DESIGNATION ANO RERIAL NUMBER:
0 8 USAU75245
SUNDRY NOTICES AND REPORTS ON WELLS § 17 INDIAN, ALLOTTER OR TRISE we

i . 7. UNIT or CA AGREEMENT NAME:
D0 not use this form for propanala 0 Ak row wess, Significantly deepon oxting wells Bolow ottt SeMom-hola depth, reentor plugoed webs, of to

ik hottontal imteraky Uos APPLICATION FOR PERMT TO DRILL 101 107 610h Poponils.

onwet B caswenc ] omuer

£, WELL NAME and NUMBER:

{Boma Federal 1-6

4. LOCATION OF wELl

‘ NAME OF OPERATOR: 8. AP} NUMBER:

1 3ridwell Oil Management of Alabama (940) 723-435) 43-037-31826

1 ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL. OR WILOGAT:
110 8th Street city WichitaFalls  state TX 2ip 76301 Wildcat

rootaces aT surrace 20 FSL x 1946' FWL.

| Section6  T378 R22E SanJuan,County . yran

QVR/QTR, FECTION, TOWNSHIP, RANGE. MERIDIAN:

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
~J nonce o inrent [} #oworze ] oeeren ] rerenromnre commenr rormarion
(Bubmitin Cuphceta) [ areressme . [ macrunevresy , [ esoemack romeramrwe
Aboroximats date work win stort: D CABING REPAIR [:] NEW CONETRUCTION D TEMPORARILY ABANDON
D CHANGE TO PREVIOUS PLANS D OPERATOR CHANGE D TURING REPAIR
D CHANGE TUBING D PLUG AND ABANDON D VENT OR FLARE
¢ SUBSEQUENT RERORT | [ cumuos waus nave [ eroencx [} wareromeosa
| ato o work cormpteton [ crance wer sratus [ erocuction srartmesume) [ warerswurors
D COMMINGLE PRODUCING FORMATIONS D RECLAMATION OF WELL $ITE E oruer: Spud and Drilling
} l0/11/02 D CONVERT WELL TYPE D RECOMPLETE - DIFFERENT FORMATION ) OPCTQHOYIS
|

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS Claarty show all pertinant detaiis including detes. depths, vofumes, otc,

ipudded well at 6.30 p.m. 10/11/02

10/12/02: Drlg 12 1/4" conductor pilot hole to 263'. Ream out pilot hole to 17 1/2°.

j0/13/02: Complete reaming out to0 17 1/2°. Set 13 3/8" conductor at 258", Cmt w/ 330 sks Class 'G' + 2% CaCl2. Circ cmt to surface. NU
‘ (3 3/8", 3000 psi csg head and 13 5/8%, 3000 psi double gate BOPE. Pressure test well head and BOPE to 2000 psi. Pressure test csg to 1000
| i. Drill out with 12 1/4° bit.

0/14/02: Drilling 12 1/4" swiface hole at 1357,

10/15/02; Dirilling 12 1/4" surface hole at 2185'".

[0116/02: Drilling 12 1/8" surface hole to 2205". Set 9 5/8", 40 ppf, 155 at 2198". Cmit with 680 sks 65/35 poz followed by 150 sks Class 'G'.

“irculated cmt to surface. WOC. NU 9 5/8%, 3000 psi csg head and 11", 3000 psi BOPE.
| J0/17/02: Continue NU. Pressure 1est well head and BOPE to 3000 psi. Pressure test casing to 1800 psi. Drill cement.

; | RECEIVED
NGV 8 & 2002

DiviIGION OF
OIL, GAS AND MiNING

NAME (PLEASE PRINT) Robm R Gfiﬁ‘w TITLE Opmms Man_ﬂ&
A

SIGNATURE L~ onte 10/18/02

et ot e

‘bis apooe for Stideo use anly)

(Sas inatiuctions on Neverss Sido)
2000)



. Donat use thia (s fer proposaln 1o 8l e wolls, 2

,,,,, ]

FROM
ﬁ' 27 2082 B9:13AM P4

—

5. LEASE OESIGNATION AND BERIAL NUMBER:

USAD75245

@, IF INDIAN, ALLOTYEE OR TRIBE NAME:

FORMS

STATE OF UTAH
OEPARTMENT OF NATURAL RESOURCES
DIVISION OF OlL, GAS AND MINING

009

SUNDRY NOTICES AND REPORTS ON WELLS

dowpon oxRiing wwalis belows curront botiam-hwie dopth, rosmer phugged wolle, or ©
ATION FOR FERMIT TO ORILL form far such propoents.

7. UNIT or CA AGREEMENT NAME:

# harzondal latersla LK
At e APPUC 8. WELL NAME and NUMBER:

onwee B4 easwew [1  omer 5 oma Federal 16
ol M::;i abama (940) 7234351 4;-:;2; ;u;:;;s
' i nt of Al > .
an:nlgelssot:: oPERAT%:ne DHONE HUMBER .to. FIELD AND POOL, OR WILDCAT:
$10 Sth Street city WichitaFalls _state X Zip. 16301 Wildeat
4. LOCATION OF WELL .
420 FSL x 1946' FWL
FDOTAGES AT SURFACE!
Secion6  T378 R22E San Juan, County grare: UTAH

QTRAATR, SECTION, TOWNSHIP, RANGE, MERIOIAN:

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION

TYPE OF ACTION

D ACIDIZE

[ nowce oF ivtent
D ALTER CASING

{Subeit in Duplicaw)
ADProximald dte work will 3tart; D CABING EPAIR

D CHANGE YO PREVIOUS PLANS

D CHANGE TUBING

SUBSEQUENT REPORT D CHANGE WELL NAME
(Submit Odginal Form Onty)
D CHANGE WELL STATUS

Deto of woik compistion

10/11/02

D CONVERT WELL YYPE

D DEEPEN

D FRACTURE TREAT
D NEW CONSTRUCTION
D ORERATOR CHANGE

D PLUG AND ABANDON

D PLLG BACK

[, rooucrion srarvirEsUME)

D COMMINGLE PRODUCING FORMATIONS D RECLAMATION OF WELL SITE

D RECOMPLETE - DIFFERENT FORMATION

D REPERFORATE CUARENT FORMATION
D SIDETRACK TO REPAIR WELL
D TEMPORARILY ABANOON
D TUBING REPAIR

] venr orewnre

] waveroorsposn

D WATER SHUT-OFF

(8 orven Drilling Operations

12. DEBCRIBE PROPOSED OR COMPLETED OPERATIONS Clearty show all pertnant detalls including datas. depths, volumes, elc.

10/18/02;
10/19/02:
10/20/02:
10/21/02:
10/22/02.
10/23/02:

Drilling 7 7/8” hole to 3037
Drilling 7 7/8" hole to 3622",
Drilling 7 7/8* hole to 4064".
Drilling 7 7/8" hole to 4540".
Drilling 7 7/8" hole t0 4837".
Drilting 7 7/8" hole to 5193".

RECEVED

NOV 0

Ol

A

6 2002

» 4 e

NAME (PLEASE PRINT) Robert R. Griffee

TITLE Opemions Manager

SIGNATURE A LL;_\L Q - W

oate 10/24/02

(This spece for Siafe une onty)

{2004y

(8o iInstructians on Revette Sido)



sforuan  -gconrmuliras—

DEPARTMENT JF NATURAL RESOURCES
0 1 0 DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER:

USAU75245

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS

7. UNIT or CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below b hole depth, plugged wells, or to
drilf horizontal laterals Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

8. WELL NAME and NUMBER:
Ol WELL caswet []  otHER

Boma Federal 1-6

NAME OF OPERATOR: 9. AP1 NUMBER:
Bridwell Oil Management of Alabama (940) 723-4351 43-037-31826

ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:
810 8th Street city Wichita Falls  state TX Zip 76301 Wildcat

4. LOCATION OF WELL
420' FSL x'1946' FWL
FOOTAGES AT SURFACE:
QTRIQTR, SECTION, Tdvmsmp, RANGE, MERILAAN: Section 6 1378 R22E San Juan, County sTaTE: UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D DEEPEN D REPERFORATE CURRENT FORMATION
[] norice oF ntent :
{Submit in Duplivate) D ALTER CASING D FRACTURE TREAT E:I SIDETRACK TO REPAIR WELL
Approximate date work will start; D CASING REPAIR D NEW CONSTRUCT!O* D TEMPORARILY ABANDON
D CHANGE TO PREVIOUS PLANS D OPERATOR GHANGE D TUBING REPAIR
D CHANGE TUBING D PLUG AND ABANDON [:] VENT OR FLARE
\/
SUBSEQUENT REPORT D CHANGE WELL NAME D PLUG BACK D WATER DISPOSAL
(Submit Originai Form Only)
D CHANGE WELL STATUS D PRODUCTION (START/RESUME) D WATER SHUT-OFF
Date of work completion
D COMMINGLE PRODUCING FORMATIONS D RECLAMATION OF WELL SITE E\OTHER: Dnllmg Operatlons
10/30/02 : D CONVERT WELL TYPE I:l RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS Clearly show all pertinent details including dates, depths, volumes, stc.

10/31/02: Dirilling 7 7/8" hole to 6997

11/01/02: Drilling 7 7/8" hole to 7284".

11/02/02: Drilling 7 7/8" hole to 7374".

11/03/02: Dirilling 7 7/8" hole to 7460".

11/04/02: Drilling 7 7/8" hole to 7479

11/05/02: Drilling 7 7/8" hole to 7581".

11/06/02: Drilling 7 7/8" hole to 7604'. Log with Schiumberger, Platform Express suite and BHC Sonic.

11/07/02: P&A well. Set plug #1 from 6500' to 6400", 200 sks Class 'G' mixed at 16 ppg. Set plug #2 from 3300’ to 3000', 116 sks Class 'G'
mixed at 16 ppg. Set plug #3 from 2300’ to 2100', 90 sks Class 'G' + 2% CaCl2 mixed at 16 ppg. WOC 4 hours. TIH and tag plug, plug was
solid.

11/08/02: Set plug #4 from 50' to surface, 19 sks Class 'G' mixed at 16 ppg. ND BOPE and well head. Release Rig. Install dry hole marker.

Fence pit.
RECEIVED
NOV 2 5 2002
DIVISION OF

Note: Plugging operations witnessed by Jeff Brown, BLM.

O GAS AND-MINING-
name mease privry Robert R. Griffee sme Operations Manager

SIGNATURE ﬂ"L\\ /Z < W o pate 11/12/02
: f - S

(Thts space for State use only)

o0y {See lustruchuns on Reverse Side)



ST OF UTAH

AMENDED REPORT[]
(highlight changes)

FORM 8

DEPARTMENT PPNATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER:
0 1 1 USAU75245
8. IF INDIAN, ALLOTTEE OR TRIBE NAME
WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
TYPE OF WELL: SVHE_LL \?VAE?_L D DRY m OTHER 7. UNIT or CA AGREEMENT NAME
b. TYPE OF WORK: 8. WELL NAME and NUMBER:
b Fo o O Ewvrey BOMA FEDERAL 1-6
2. NAME OF OPERATOR: U 9. API NUMBER:
BRIDWELL OIL MANAGEMENT OF ALABAMA g, 143-037-31826
3. ADDRESS OF OPERATOR: N . PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT
810 STH STREET  ©™ WICHITA FALLS sw® TX 2P 76301 _ - 1940-723-4351 wiLbcAaT

4. LOCATION OF WELL (FOOTAGES) V

AT surrace: 420' FSL X 1946BPA, F /L.
SAME

AT TOP PRODUCING INTERVAL REPORTED BELOW:

L] Iy S Y
£RIOD ,,
EXPIRED

LSRN

1 1. QTR/QTR SECTION, TOWNSHIP, RANGE,
MERIDIAK

, N oV et 11/4 1/4 SEC 6, T37S, R22E
: . )12, county 3, STATE
SAME [ 4 :
AT TOTAL DEPTH: , UTA

v . SSAN JUAN H

14. DATE SPUDDED: 15. DATE T.D. REACHED: 16. DATE COMPLETED:  eanbone M A 17. ELEVATIONS (DF, RKB, RT, GL):

ABANDONED . READY TO PRODUCE D
10/11/02 11/2/01 11/07/02 =
18. TOTAL DEPTH: MD 7604’ 19. PLUG BACK T.D.: MD 20. IF MULTIPLE COMPLETIONS, HOW MANY? * | 21. DEPTH BRIDGE MD

o 7604'

TVD

PLUG SET:

TVD

2. TYPE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copy of each)

23.
WAS WELL CORED?

NO m YES D

(Submit analysis)

i o WAS DST RUN? no D ves (Submit report)
"ﬁATFORM EXPRESS SUITE & BHC SONIC — /=03- 03 DIRECTIONAL SURVEY? no [X]  ves (Submit copy)
24. CASING AND LINER RECORD (Report all strings set in well)
STAGE CEMENTER | CEMENT TYPE & SLURRY "
HOLE SIZE SIZE/GRADE WEIGHT (#/t.) TOP (MD) BOTTOM (MD) Pt No. OF sacks. | voLume ety | CEMENTTOP™ | aMouNT PULLED
17 1/2" 13 3/8" / H40|48 PPF SURFACE J2005 830 SKS CLASS "G" §68 BBLS SURFACE |NONE
680SKS 65/135POZ 190.0 BBLS
12 1/4" 95/8/J55 MOPPF SURFACE |2198' 150 SKS CLASS"G" 10 BBLS SURFACE |NONE
77/8" 7604 P& A
25. TUBING RECORD
SIZE DEPTH SET (MD) | PACKER SET (MD) sIZE DEPTH SET (MD) | PACKER SET (MD) SIZE DEPTH SET (MD) | PACKER SET (MD)
26. PRODUCING INTERVALS 27. PERFORATION RECORD
FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) | BOTTOM (TVD) |  INTERVAL (Top/Bot - MD) SIZE | NO.HOLES PERFORATION STATUS

A)

Open D Squeezed D

(B)

Open D Squeezed D

©

Open D Squeezed D

©)

Open D Squeezed D

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

MATERIAL

29. ENCLOSED ATTACHMENTS:

D GEOLOGIC

D ELECTRICAL/MECHANICAL LOGS
D SUNDRY NOTICE FOR PLUGGING AND GEMENT VERIFICATION

D CORE ANALYSIS

EI DST REPORT

D otHer: LOGS

O

REPORT

30. WELL STATUS:

DIRECTIONAL SURVEY

Rl e | o

5/2000)

(CONTINUED ON BACK)

EIVED
MOV TTvViLY

JAN 03 2003

DIV. OF OIL, GAS & MINING




31. INITIAL PRGDUCTION

INTERVAL A (As shown in item #26)

—)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION GAS - MCF: WATER - BBL:  |PROD.METHOD:
RATES: -
CHOKE SIZE: |TBG.PRESS. |CSG.PRESS. [|APIGRAVITY [BTU-GAS GAS/OIL RATIO |24 HR PRODUCTION |OIL - BBL: GAS - MCF: WATER - BBL: | INTERVAL STATUS:
RATES: -4
INTERVAL B (As shown In Item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION |OIL - BBL: GAS - MCF: WATER - BBL: |PROD.METHOD:
RATES: -
CHOKE SIZE:  |TBG.PRESS. CSG.PRESS. |API GRAVITY |BTU - GAS GASIOIL RATIO |24 HR PRODUCTION |OIL - BBL: GAS - MCF: WATER - BBL: | INTERVAL STATUS:
RATES: -
INTERVAL C (As shown in item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION |OIL - BBL: GAS - MCF: WATER - BBL:  |PROD.METHOD:
RATES: -
CHOKE SIZE: |TBG.PRESS. [CSG.PRESS. |APIGRAVITY |BTU-GAS GAS/OIL RATIO |24 HR PRODUCTION |OIL - BBL: GAS - MCF: WATER - BBL: | INTERVAL STATUS:
RATES: -
INTERVAL D (As shown in item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION |OIL - BBL: GAS - MCF: WATER - BBL: |PROD.METHOD:
RATES: -
|
CHOKE SiZE: |TBG.PRESS. |CSG.PRESS. |aPiGRaviTY [BTU-GAS GAS/OIL RATIO |24 HR PRODUCTION |OIL - BBL: GAS - MCF: WATER - BBL: [INTERVAL STATUS:
RATES: -
} 32. DISPOSITION OF GAS (Sold, Useq for Fuel, Vented, Etc.)
i
33. SUMMARY OF POROUS ZONES (include Aquifers): 34. FORMATION (Log) MARKERS:
Show all important zones of porasity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
' tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.
|
" Top Bottom o Top
F G D tions, Contents, etc. N
ormation (D) (MD) escriptions, Contents, etc. ame (Measured Depth)
! NO SIGNIFICANT CHINLE 2202
POROSITIES '
ENCOUNTERED PERMAIN 3264
| HONAKERTRAIL-PENNSLVANNIAN 5045
ISMAY 6150
DESERT CREEK 6382
PARADOX SALT 6535
PINKERTON TRAIL 7285'

35. ADDITIONAL REMARKS (include plugging procedure)

36. 1 hereby certify that the foregoing and attached information is complete and correct as determined from all available records.

namve eLease printy ROBERT R. GRIFFEE nmie OPERATION MANAGER
SIGNATURE /?'p ’/) * % DATE [Z Z 22 / o2

This report must be submitted within 30 days of
* completing or plugging a new well

« drilling horizontal laterals from an existing well bore
* recompleting to a different producing formation

* reentering a previously plugged and abandoned well

* significantly deepening an existing well bore below the previous bottom-hole depth

* drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

Send tfo:

Utah Division of Oil, Gas and Mining

1594 West North Temple, Suite 1210

Box 145801

Salt Lake City, Utah 84114-5801

(5/2000)

Phone: 801-538-5340

Fax: 801-359-3940




STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

012

FORM 9

5. LEASE DESIGNATION AND SERIAL NUMBER:

BLM USAU75245

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7. UNIT or CA AGREEMENT NAME:

1. TYPE OF WELL

olLweLL [ ] GAS WELL []

OTHER _Dry Hole

8. WELL NAME and NUMBER:

BOMA Federal 1-6

2. NAME OF OPERATOR:

Bridwell 0il Management of Alabama, LIC

9. API NUMBER:

43-037-31826

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
P. 0. Box 1830 c-Wichita Falls s1:TX 276307 940/723-4351 Leadville
4. LOCATION OF WELL
FOOTAGES ATSURFACE: 420" FSL & 1,946' FWL COUNTY: - San Juan
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERDIAN: | ax &ty | £ miare 99w STATE:
SE - SW 6 :T37S R22E UTAH
1. CHECK APPROPRIATE BOXES TO IND!CATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
] aciowze [] o=eren [[] REPERFORATE CURRENT FORMATION
[l ~oTicE OF INTENT
(Submit in Duplicate) [ ATER cAsING (7] FracTURE TREAT [] sipETRACK TO REPAIR WELL
Approximate date work wil start: [C] casin RePaR [[] new constrUCTION [] TeEMPORARILY ABANDON
[T cHaneE 70 PREVIOUS PLANS [T] operaTOR cHANGE [] 7ueiNG Repair
[] chaneeTUBING [C] Prue anD ABANDON [ veNToRFLARE
[x] SUBSEQUENT REPORT [] cHANGE WELL NAME [} rruseack [] water DisposaL
(Submit Original Form Only)
|:| CHANGE WELL STATUS [] PropucTion (sTART/RESUME) |___] WATER SHUT-OFF
Date of work completion:
[C] cOMMINGLE PRODUCING FORMATIONS ] recLamATION OF WELL SITE cmver:_Tight Hole
[] converTweLL Tvpe [T] RECOMPLETE - DIFFERENT FORMATION Designation

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Bridwell 0il Management of Alabama, LLC respectfully requests that

this well be changed to Confidential.

the status of

RECEIVED

JAN 16 2003
DIV. OF OIL, GAS & MINING

NAME (PLEASE PRINT)

Petroleum Engineer

SIGNATURE

January 14, 2003

(This space for State use only)

(5/2000) (See Instructions on Reverse Side)
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